Complies with USFDA 21 CFR 210.3 (b) (c)
Microbially Validated as per ASTM F 838-83|
Meets USFDA 21 CFR 177.1520

Cellulose Nitrate Membrane
Filter- Type CN

Nupore Cellulose Nitrate Membrane Disc Filters are hydrophilic,
non-media migrating, biologically inert, plain white absolute
membrane filters available in wide range of pore size from 0.22pym
to 8.0um.

Features and Benefits

e Absolute retention

e Very High flow rates

® Narrow pore size distribution
® Low extractable levels

Applications

e Sample Preparations
e Microbiological studies
e Filtration of aqueous solutions

Specifications

e Pore Size: 0.22um, 0.45um, 0.8um, 1.2um, 5.0um

e Diameter: 13mm, 25mm, 47mm, 90mm, 142mm, 293mm

o Water Flow Rate at DP=10psi, 20°C: 20, 46, 259, 364,

780(ml/min/cm?)

e Retention Efficiency: 0.22um: LRV > 7 for Br. Diminuta

e Sterilisation: Autoclavable at 121°C

o Maximum Operating Temperature: 80°C continuous

o Maximum Operating Pressure: 5 Kg/cm?

o Biosafety: Passes the Biological tests for Class VI
plastics as described in USP

e Oxidizable Matter: Passes as per USP

Ordering Information:

Type Size Pore Size Sterilization
Type Code Dia Code Pore Size [ Code Code
CN CN 13mm 13 0.22um | 022 Non Sterile | SN
25mm 25 0.45um 045 EO Sterile SE
A47mm 47 0.8um 08 Gamma Sterile| SG
90mm 90 1.2um 12
142mm | 142 3.0um 30
293mm | 293 5.0pm 50
y A A
Example: CN 13 022 SN




